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TERMINAL CONNCTOR, 2+7 PIN 
MALE (DIP TYPE)

TERMINAL ARRANGEMENT POSITION AND SPECIFICATION
REQUIREMENTS IS REQUESTED AND DESIGNED BY
TP AND T-CONN.

NOTE:
1. ELECTRICAL CHARACTERISTICS:
    1-1. LOW LEVEL CONTACT RESISTANCE:
            10 mΩ MAX.(FOR POWER CONTACTS.)
            40 mΩ MAX.(FOR SIGNAL CONTACTS.)
    1-2. DIELECTRIC WITHSTANDING VOLTAGE:
            1500 VAC FOR 1 MINUTE FOR POWER CONTACTS.
              500 VAC FOR 1 MINUTE FOR SIGNAL CONTACTS.
    1-3. INSULATION RESISTANCE: 1 GΩ MIN.
    1-4. CONTACT CURRENT: POWER 30A /PIN.
                                                  SIGNAL 3A /PIN.
    1-5. VOLTAGE: 50.4 VDC(58.8V MAX.)
2. MECHANICAL CHARACTERISTICS :
    2-1. INSERTION FORCE : 5 Kgf MAX.
    2-2. EXTRACTION FORCE : 3.5 Kgf MAX.
    2-3. DURABILITY : 3,000 CYCLES.
    2-4. OPERATING TEMPERATURE : -20°C TO +85°C.
    2-5. THE CONNECTOR CAN WITHSTAND A TEMPERATURE OF 125°C
            ON THE PCB BOARD.
            THE MALE CONNECTOR COULD BE USED BY THE SOLDERING WAVE.
            (IN GENERAL, THE SOLDERING WAVE
            PROCESS SPEC AT TIN POINT: 260°C(MAX.), 20 SEC.)
            THE MATERIAL OF HSG IS PA-9T
           (HIGH TEMPERATURE RESISTANT MATERIALS.)
   2-6. WATERPROOF LEVEL : IPX7
            (TO BE CONFIRMED BY THE VERIFICATION OF TOOLING
              SAMPLE)
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